INSTRUCTIONS
TA987
Filter Regulator

_—— 2 TEMPERATURE - PRESSURE - CONTROL

These regulators are designed for air servics oniy, Maximum allowable inlet pressure is 250 psi. Operating temperatures are O to
160°F. The TA987 Filter Reguiator has low capacity internal relief which provides very limited down stream over pressure protection.
Note: Non-relieving version does not provide internal relief. To avoid exceeding outlet pressure limits in service, 2 pressure-relieving
or pressure-limiting device should be provided,

INSTALLATION:
Ipstall the regulator as close as possible to the instrument or tool it is to service. For best filter drainage orient the drain valve so that
it is at the lowest point on the dripwell housing. The words “IN” and *OUT" are cast into the body to indicate the direction of flow,

OPERATION:
Prior to tuming on supply air, back off adjusting screw until there is no compressicn of the range spring. After urning supply pressure

om, turm the adjusting screw clockwise to increase outlet pressure.

MAINTENANCE:
1) To remove condensate, slowly open drain valve and bleed accumulated liquid.

2) To clean filter element
a. Shut off supply air
b. Dmin condensate
c. Remeove four corner bolts ffom bottom of unit
d. Remave dnpwell housing and filter
e. Clean parts and reassemble i reverse order

3) To instail replacement parts
a. Order kit as described in exploded view below
b. Shut off supply air. Back out adjusting screw
¢. Remove four corner bolts from bottom of the unit and four screws on top and remove all parts.
d. Repiace all parts that show excessive wear -
e. Clean all parts and replace in reverse order

Direct any specific questions to H.Q. Trerice Company at (248) 399-3000.
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