
 
 
To allow maintenance and provide maximum service, install a valve on each side of 
the trap and a strainer ahead of the inlet.  All valves should be of the full ported 
type to avoid restricting flow. 
 
If the discharge piping is to be elevated, be sure that the differential pressure is 
adequate at all times to provide proper drainage.  Install a check valve (optional) 
in the discharge piping near the trap to prevent backflow when the system is not 
in operation. 
 
The FT traps are automatically primed by the initial flood of condensate on start-up. 
When installed they are ready for operation. 
                                             
 
 
 
 
 
 
 
 
 
 
 
 
 
                                                  
 
 
 
 
 
 
 
 
 
 
INSTALLATION 
Before installing the FT trap, blow down the piping that leads to the trap's inlet. 
Use full line pressure.  Be sure the maximum operating pressure (MOP) of the 
trap is adequate for the installation.  The MOP is stamped on the casting. 
Install the trap with the inlet below the liquid level of the equipment to be 
drained.  The recommended hookup method is shown above.  Make inlet piping 
as short as possible with a minimum of elbows and other restrictions.  Install a 
dirt pocket in the line ahead of the trap. 2265700  Rev A 

(OVER) C.R.-3794 2/4/16 
For more detailed installation instruction, see full service manual online 
at watsonmcdaniel.com or call the factory at 610-495-5131. 
 


